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3800gPDF Speciﬁcations
Performance
	Illumination:
	617 NM Visible Amber LED

	Receiving Device:
	3648 element linear imager

	Reading Distance:
	From 0.3 in. (0.8 cm) to 8.0 in. (20.3 cm) on medium density bar codes

	Reading Width:
	5 mil code: 3.0 in. (7.6 cm) from nose, 3.0 in. (7.6 cm) wide

	 
	10 mil code: 5.0 in. (12.7 cm) from nose, 4.0 in. (10.2 cm) wide

	Resolution:
	3 mil. at 1.75 in. (4.4 cm) distance

	Skew Angle:
	+65o

	Pitch Angle:
	+65o

	Horizontal Velocity:
	10 in. (25.4 cm) per second on medium density code at nominal focus

	Minimum Symbol Contrast:
	37%

	Scan Rate:
	Up to 270 scans per second

	Decode Rate:
	270 decodes per second


Mechanical/Electrical
	Length:
	4.4 in. (11.2 cm)
	 

	Height:
	5.9 in. (15.0 cm)
	 

	Width:
	3.1 in. (7.9 cm)
	 

	Weight:
	5.6 oz. (158.8 g)
	 

	Housing:
	UL 94V0 grade
	 

	Power Requirements:
	3800GPDF04E: 4.5 - 5.5Vdc at scanner

	Current Draw (Maximum):
	Input
	Scanning
	Idle

	 
	5 V
	450mA
	86mA


Power Supply
Noise Rejection:Maximum 100mV peak to peak, 10 to 100 kHz
Environmental
	Operating Temperature:
	+32oF to +122oF (0oC to +50oC)
	 

	Storage Temperature:
	-40oF to 140oF (-40oC to +60oC)
	 

	Humidity:
	0 to 95%, non-condensing
	 

	Mechanical Shock:
	Operational after 50 drops from 5 ft. (1.5 m) to concrete
	 

	Ambient Illumination:
	0 - 70,000 lux
	 

	ESD Protection:
	Functional after 15kV discharge
	 

	Vibration:
	Withstands 5G peak from 22 to 300 Hz
	 

	Agency:
	International: CB scheme to IEC60950-1 & IEC60825-1 Class 1 LED. USA: FCC Part 15 subpart B Class B. UL listed to

	 
	60950-1. Canada: ICES-003 Class B. cUL listed to CSA C22.2 No. 60950-1-03. Europe: CE 2004/108/EC EMC Directive to

	 
	EN55022 Class B, EN55024, EN61000-3-2, EN61000-3-3. 2006/95/EC Low Voltage Directive. GS Mark: GS marked for I.T.E.

	 
	safety. Mexico: NOM-NYCE. Korea: MIC Class A. Australia/NZ: C-Tick mark.
	 

	MTBF:
	per MIL-HDBK-217F Ground Benign exceeds 100,000 hours
	 

	Symbologies:
	Codabar, Code 3 of 9 including PARAF, Interleaved 2 of 5, Straight 2 of 5 Industrial, Matrix 2 of 5, Code 11, Code 93, Code 128,

	 
	UPC, EAN/JAN, China Postal Code, GS1 DataBar, PDF417, MicroPDF417. 2005 Sunrise/GTIN compliant, and ISBT 128 Concat-

	 
	enation (requires a paid license).
	 

	Interfaces:
	3800GPDFX4E: All popular PCs and terminals via keyboard wedge, keyboard replacement/direct connect, USB, and TTL level

	 
	RS-232
	 

	Warranty:
	Five year factory warranty.
	 

	 
	 
	 
	 
	 

	 
	 
	 
	 
	Typical Performance*

	 
	 
	 
	Narrow Width
	Depth of Field

	 
	 
	 
	5.0 mil (Code 39)
	0.8 - 5.5 in. (2.0 - 14.0 cm)

	 
	 
	 
	10 mil (Code 39)
	0.2 - 8.5 in. (0.6 - 21.6 cm)

	 
	 
	 
	13 mil (100% UPC)
	0.6 - 8.2 in. (1.5 - 20.8 cm)

	 
	 
	 
	6.7 mil (PDF417)
	1.5 - 2.6 in. (3.3 - 6.6 cm)

	 
	 
	 
	20 mil (PDF417)
	1.8 - 2.7 in. (4.4 - 6.9 cm)

	 
	 
	 
	*may be impacted by barcode quality and environmental

	 
	 
	 
	conditions
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Related pages
MQ POWER DCA-25SSAI WHISPERWATTTM GENERATOR for Multiquip DCA-25SSAI
1. DISCONNECT POWER AT CIRCUIT BREAKER for Southbend STRG-3D
Power Cord Instructions for Oster 165734
POWER SWITCH for Mackie CR1604 - VLZ
Plug in the power plug properly for Quasar HQ-2081TH
the power to the notebook PC for Dukane 8806
Japanese Notice Korean Notice Power Cord Set Requirements for HP S1922
1. Power off your computers and networking equipment for Belkin F5D7632UK4
Figure 38: Auto Power Off screen for Xerox a2
Apply power for Pentair IC20, IC40
2 Connect to PC a Turn off your computer and unplug its power cable for Philips 170B7
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