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LOCAL CODES UNPACKING PRODUCT FEATURES
AIR FOR COMBUSTION AND VENTILATION


LOCAL CODES
Install and use fireplace with care. Follow all local codes. In the absence of local codes, use the latest edition of The National Fuel Gas Code ANSI Z223.1/NFPA 54*.
*Available from:
American National Standards Institute, Inc.
1430 Broadway
New York, NY 10018
National Fire Protection Association, Inc.
Batterymarch Park
Quincy, MA 02269
UNPACKING
 WARNING: Do not remove the data plates at- tached to the heater base assembly. The data plates contain important warranty and safety information.
1.With utility knife, cut the carton all the way around above the staples on the bottom tray. Lift the carton off the heater. Remove packing. Note: The hood is located in the packing on the right hand side of the heater front. Lift the heater off the bottom tray.
2.Locate two screws above top corners of the fireplace screen. Remove and discard these screws. Lift fireplace screen up and pull out to remove.
3.Remove protective packaging applied to logs, log base assem- bly, and fireplace.
4.Remove fireplace hood from carton insert.
5.Check all items for any shipping damage. If damaged, promptly inform dealer where you bought fireplace.
PRODUCT FEATURES
OPERATION
This vent-free fireplace is clean burning. It requires no outside venting. There is no heat loss out a vent or up a chimney. Heat is generated by both realistic flames and glowing embers. When used without the blower, the fireplace requires no electricity making it ideal for emergency backup heat.
SAFETY DEVICE
This fireplace has a pilot with an Oxygen Depletion Sensing (ODS) safety shutoff system. The ODS/pilot is a required feature for vent- free room heaters. The ODS/pilot system shuts off the fireplace if there is not enough fresh air.

BLOWER ASSEMBLY (VSGF28PTC)
This fireplace has a blower assembly. The blower operates thermostatically and has a variable speed control. The blower circulates heated air from the fireplace into the room. Use of blower is optional. Optional blower accessories are available for model VSGF28PVA.
THERMOSTAT CONTROL (VSGF28PTC)
This fireplace has a thermostat sensing bulb and a control valve. The thermostat controls the heat output and flame height. This maintains a consistent room temperature. Even the lowest setting provides realistic flames and glowing embers from two burners. Selecting higher comfort settings allows fireplace to run longer, producing greater heat output. At lower comfort settings, the fireplace will run less. This results in increased heating comfort. This can also result in lower gas bills.
VARIABLE MANUAL CONTROL (VSGF28PVA)
This fireplace has a variable manual control valve which allows the user to choose the heat setting that best suits his needs. Any setting between low and high may be selected by simply turning the control knob.
AIR FOR COMBUSTION AND VENTILATION
 WARNING: This heater shall not be installed in a confined space or unusually tight construction un- less provisions are provided for adequate combus- tion and ventilation air. Read the following instruc- tions to insure proper fresh air for this and other fuel- burning appliances in your home.
Today’s homes are built more energy efficient than ever. New mate- rials, increased insulation, and new construction methods help reduce heat loss in homes. Home owners weather strip and caulk around windows and doors to keep the cold air out and the warm air in. During heating months, home owners want their homes as airtight as possible. While it is good to make your home energy efficient, your home needs to breathe. Fresh air must enter your home. All fuel-burning appliances need fresh air for proper combustion and ventilation.
Exhaust fans, fireplaces, clothes dryers, and fuel burning appliances draw air from the house to operate. You must provide adequate fresh air for these appliances. This will insure proper venting of vented fuel-burning appliances.


PIEZO IGNITION SYSTEM
This fireplace has a piezo ignitor. This system requires no matches, batteries, or other sources to light fireplace.
For..com

107156-01E







    Page 3

    Page 5





Page 4


Image 4










    Page 3

    Page 5











Related manuals



  




Manual

38 pages


26.68 Kb









Related pages
Assembly page 28/28 for Kalorik SWP 39888
TELESCOPE ASSEMBLY for Bushnell 514
LCD Module Disassembly Process for Gateway EC14
Disassembly/Reassembly, and Adjustment cont for Sunrise Medical 931157
Cleaning the sliding door assembly for Delfield 500
Chapter 2. Disassembly for Brother BAS-311E
Section 3 Assembly for Troy-Bilt 020242-4
Disassembly Figure for Woods Equipment BW180X
1 Blower Unit 1Handle Assembly including for Snapper ELBC6151BV
Painting the Speaker Assembly for Atlantic Technology IWTS-28 SUB
ASSEMBLY for Weed Eater WET2242STD

















Contents

UNVENTED VENT-FREE PROPANE/LP GAS FIREPLACE
Variable ManuallyControlled Model
VSGF28PVASAFETY INFORMATION
TABLE OF CONTENTSWARNINGS
Continued
PRODUCT IDENTIFICATIONSAFETY INFORMATION
PRODUCT FEATURES
SAFETY DEVICEBLOWER ASSEMBLY VSGF28PTC
LOCAL CODESPROVIDING ADEQUATE VENTILATION
DETERMINING FRESH-AIRFLOW FOR HEATER LOCATIONUnusually Tight Construction
Confined Space and Unconfined SpaceVENTILATION AIR
Ventilation Air From Inside BuildingVentilation Air From Outdoors
AIR FOR COMBUSTION AND VENTILATIONINSTALLATION
INSTALLING HOODCHECK GAS TYPE
ELECTRICAL HOOKUPIncluded with Mantel Accessory
INSTALLATION CLEARANCESCONVENTIONAL FIREPLACE INSTALLATION
ASSEMBLING AND ATTACHING OPTIONAL BRASS TRIMINSTALLATION
INSTALLATIONAccess Hole
Figure 10 - Installing Cabinet MantelBUILT-INFIREPLACE INSTALLATION
Mantel Clearances for Built-InInstallationINSTALLATION
ContinuedINSTALLING GAS PIPING TO FIREPLACE LOCATION
Installation Items NeededINSTALLATION
ContinuedCONNECTING FIREPLACE TO GAS SUPPLY
Pressure Testing Gas Supply Piping SystemCHECKING GAS CONNECTIONS
INSTALLATIONINSTALLING LOGS
Pressure Testing Fireplace Gas ConnectionsINSTALLATION
ContinuedTHERMOSTAT-CONTROLLEDMODELS FOR YOUR SAFETY
OPERATING FIREPLACEREAD BEFORE LIGHTING
INSTALLATIONMANUAL LIGHTING PROCEDURE
LIGHTING INSTRUCTIONSTO TURN OFF GAS TO APPLIANCE
THERMOSTAT CONTROL OPERATIONMANUALLY-CONTROLLEDMODELS FOR YOUR SAFETY
OPERATING FIREPLACEContinued
READ BEFORE LIGHTINGVARIABLE CONTROL OPERATION
BLOWER OPERATION MODEL VSGF28PTCMODEL VSGF28PV
Blower Kit Model GA3750 SeriesPILOT FLAME PATTERN
INSPECTING BURNERSFRONT BURNER FLAME PATTERN
CLEANING AND MAINTENANCE
LOGSTROUBLESHOOTING
OBSERVED PROBLEMPOSSIBLE CAUSE
REMEDYMaintenance, page
TROUBLESHOOTINGOBSERVED PROBLEM
Continueding Gas Connections, pages 12 and
Refer to Air for Combustion and VentiTROUBLESHOOTING
OBSERVED PROBLEMTECHNICAL SERVICE
WIRING DIAGRAMSERVICE HINTS
REPLACEMENT PARTSLOG BASE ASSEMBLY
ILLUSTRATED PARTS BREAKDOWNVARIABLE MANUALLY CONTROLLED MODELS
VSGF28PVAPARTS LIST
VARIABLE MANUALLY-CONTROLLEDMODELS VSGF28PVALOG BASE ASSEMBLY
PARTS LISTFIREPLACE
ILLUSTRATED PARTS BREAKDOWNVSGF28PVA
ILLUSTRATED PARTS BREAKDOWNFIREPLACE VSGF28PVA
PARTS LISTPARTS LIST
PART NUMBERLOG BASE ASSEMBLY THERMOSTAT-CONTROLLED MODELS2
ILLUSTRATED PARTS BREAKDOWNVSGF28PTC
ILLUSTRATED PARTS BREAKDOWNLOG BASE ASSEMBLY THERMOSTAT-CONTROLLEDMODELS
PARTS LISTPARTS LIST
VSGF28PTCFIREPLACE17 VSGF28PTC
ILLUSTRATED PARTS BREAKDOWNILLUSTRATED PARTS BREAKDOWN
VSGF28PTCFIREPLACE VSGF28PTC
PARTS LISTPARTS LIST
PART NUMBERACCESSORIES
CABINET MANTELSLIM HEARTH BASE Not Shown
CORNER MANTELBLOWER ACCESSORIES FOR MANUALLY- CONTROLLED UNITS
PERIMETER BRASS TRIM ACCESSORY Not ShownCLEANING KIT - GCK
EQUIPMENT SHUTOFF VALVE - GA5010Page
OWNERS REGISTRATION FORM
Postage Required
2701 Industrial Drive P.O. Box Bowling Green, KYTAPE
TAPEPage
WARRANTY INFORMATION
NOT A UPCModel Serial No Date Purchased
2701 Industrial Drive P.O. Box Bowling Green, KY







